WORKING VOLTAGE MAXIMUM MAXIMUM CAPACITANCE] MIN. INSERTION LOSS PER MIL—STD—ZZO,
CASE CURRENT -55T TO +85T —55C T0 +125¢ DC RESISTANCE VOLTAGE DROP CMI FULL LOAD, +25°C
FINISH (AMPS) (OHMS) DO ac | T80%-20% 114 |30 |50 |75 (100 [150 [300(500| 1 {10 [100 |1 [10
AC DC AC DC MFD KHz |[KHz [KHz |KHZ |KHZ [KHZz [KHZ KHzZMHZz MHZz MHZ [GHZ [GHZ
SOLDER | 15 100 —_— 50 0.005 - —_— 1.4 -— |-—— |-— |20 |-—[28 |33 -F— 44 |5 - 70 -
PART MARKING:
.375
sCl
54—-367—008 [%‘3\?] 5,407,367
DATE CODE 1/4—28UNF—2A THD. : y e —
.050X.070 Slot (2X) / [910.33/10.08]
[1.27X1.77]
.345 MAX. @ .312/.302
8.77 MAX.
—( 1= 110(2X [7.92/7.67]
[2.79 1 /)\
PACKAGE MARKING: < _ L N _ 4 _
STANDARD — f N\~ 7
—={ .150 I—— —= .150/.140 -095/-085*>‘ L
[3.81] [3.81/3.55] [2.41/2.16] [-é)%;%)%g :
190 —= —— - 500 ' ’
[4.83] [5.08]
MARKING NOTES: SCHEMATIC MTG. HARDWARE
N/A o=—o0
I— NOTES:
1) MOUNTING TORQUE NOT TO EXCEED 7in—Ibs.
olaul =g TOLERANCES UNLESS
|| 8z |[UNLESS DTHERWISE \nryrovise SPECIFIED ERIE, FAIRVIEW
L SPECIFIED Fractlons + PENNSYLVANIA
: 8 '.:. DIMENSIDNS ARE DEC. .xxi SPECTRUM CONTROL INC,
% R = IN INCHES. Dec. .xxxt.010 |Dwn.MAYNARD [Description | ow Pass
X @ § [MILLIMETERS] Angles *0° 30’ [Ckd. 3/30/98 EMI Filter
~|=| % CODE IDENT. NO.
O|S| & DO NOT SCALE. oLspP2 Sheet 1 of 1_ 54—-367-008
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